SPECIFICATION

SILVER WIND
43.63m (143’2’’) I ISA YACHTS I 2014/2018

GENERAL ARRANGEMENT

SPECIFICATION
Year:
Builder:
Model:
LOA:
Beam:
Draft:
Gross Tonnage:
Full Load Displacement:

2014/2018
ISA Yachts
ISA 140 Sport
43.63m (143’2’’)
8.3m (27’3”)
1.55m (5’)
298
248 t

Cruising Speed:
Max Speed:
Hull Material:
Interior designer:
Exterior designer:

21 knots @ 1850 RPM (Range: 540 nm)
26 knots @ 2000 RPM (Range: 500 nm)
GRP
Nuvolari Lenard by Valentina Zannier
Andrea Vallicelli

Fuel Capacity:
Water Capacity:
Fuel Consumption:

31,000 L
6,900 L
1,500 L/h at cruising speed

Staterooms:
Guests:
Crew Cabins:
Crew:

5
11
4
8

Engines:
Propulsion Type:
Main Generators (Siemens/Sisu):

2 x MTU 16V 4000 M93L 3440 KW @ 2100 rpm
2x Kamewa 80 S3
1x 270 eKW + 1x 135 eKW

Flag:
MCA Compliant:
ISM Compliant:
Classification:

Malta
LY2
Yes
RINA

Overview
A class apart, Silver Wind turns heads in every port with her sleek lines and impresses all who step aboard
with an interior design and quality that is a cut above. An unbeatable combination of ISA naval architecture & build and Nuvolari & Lenard interior. Silver Wind accommodates 11 guests in a spacious master, 1
VIP, 2 double cabins and 1 twin, making her ideal for cruising with friends. Powered by 2 MTU engines she
has a cruising speed of 21-22 knots and can a top speed of 26 knots.

SPECIFICATION
Accommodation
All guests will feel the fabulous quality of materials by Hermes and world class design by Nuvolari Lenard
chosen for the interior of Silver Wind.
Silver Wind’s interior combines fine woods such as walnut, high gloss ebony, satin rosewood and
bleached walnut along with Hermes and Armani Casa upholstery on the walls and a wonderful flow of detail through the cabins. The master bathroom features ivory onyx and arco iris onyx and in the guest areas
azul macauba, rosa Portugal and cipollino Greco with mother of pearl trim. All showers feature handmade
custom mosaics from well-known Sicis.
The superb split level master suite is forward on the main deck. Flowing elegantly from the private study/
office area to the sleeping and lounging area and onto to the bathroom. 3 Double guest suites and 1 twin
are located on the lower deck, comprising the full beam VIP forward, 2 doubles on the port side and a
twin to starboard.
All guests cabins feature ANC “Active Noise Cancelling”, which is the same technology found in highest
quality headphones.
The lower deck also accommodates the Captain’s double cabin and further aft on the lower deck are the
crew areas and galley, mainly accessed via the service stairway
to the main deck.

Hybrid Propulsion System
Silver Wind can run at a maximum speed of 26 knots and a cruising speed of 21-22 knots with a
“traditional” propulsion system consisting of two marine diesel engines driving two Rolls-Royce Kamewa
waterjets through reduction gear-boxes, and navigate at low speed of 8 knots with two main engines OFF,
where the two waterjets are powered by two electric motors connected to the gearbox.
In electric mode, the total fuel consumption is 90 l/h for a range of 2600 nm, so for yacht transfer without
guests onboard, consumption drops from 55 l/nm at max yacht speed to 11 l/nm with electric mode on.
Electric motors: Siemens 2 x 125 KW. Max speed Electric Hybrid Mode 8 kn. Range at 8 knots 2600NM. Fuel
consumption 90 l/h.

